
LOL Performance Characteristics  LOS Performance Characteristics  

BRONZE GEAR PUMPS 

MODEL LOS  MODEL LOL  

V Continuous Duty Applications 

V 4 Sizes 

V Std Carbon Graphite Packing 

V Flows to 18 GPM 

V Bi-Directional 

V Temperature to 350 F 

V Pressure to 100 PSI 

V İò Shaft Diameter 

 

V Heavy Duty Applications 

V High Durability for Severe Service 

V 8 Sizes 

V Std Carbon Graphite Packing 

V Flows to 26 GPM 

V Bi-Directional 

V Temperature to 350 F 

V Pressure to 100 PSI  

V İò, 5/8ò & 1ò Diameter Shaft 

SHAFT 

SPEED 

PUMP 

MODEL  

NPT 

Ports  

GPM/100 

RPM 

  40 PSI 

~ CIR GPM HP 

1750 RPM 

3LOS 3/8" 0.418 0.97 6.7    1/3   

4LOS 1/2" 0.556 1.28 9    3/4   

6LOS 3/4" 0.836 1.93 13.5 1 

8LOS 1" 1.070 2.47 17 1 

            

SHAFT 

SPEED 

PUMP 

MODEL  NPT Ports  

GPM/100 

RPM 

  40 PSI 

~ CIR GPM HP 

1750 RPM 

1LOL 1/8" 0.13 0.30 1.9    1/2   

2LOL 1/4" 0.268 0.62 4.4    1/3   

3LOL 3/8" 0.451 1.04 7.4    3/4   

4LOL 1/2" 0.622 1.44 10.2 1 

6LOL 3/4" 1.075 2.48 16.5 2 

8LOL 1" 1.266 2.92 20 2 

575 RPM 

1LOL 1/8" 0.13 0.30 0.6    1/4   

2LOL 1/4" 0.268 0.62 0.9    1/4   

3LOL 3/8" 0.452 1.04 1.2    1/4   

4LOL 1/2" 0.622 1.44 2.8    1/3   

6LOL 3/4" 1.075 2.48 5.6    1/2   

8LOL 1" 1.266 2.92 6.6    3/4   

10LOL 1-1/4" 3.44 7.95 15.8 1 

12LOL 1-1/2" 5.01 11.57 23 3 

OPTIONS: 
V Integral relief valve  
V Base Mounted with motor  
V ñLobesealò canned lip seal 
V Modified shaft length, diameter, finish  
V Modified pump mount  
V Modified port type  
V Special Materials  
 

  Completely óMade in the USAô, not just ñdesigned, assembled and tested.ò 

Process Pumps for Industry 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

* Consult factory for operating temperatures and pressures that may 

exceed published limits 



Simple in Design, Long in Life, Very Repairable 

BRONZE GEAR PUMPS 

MODEL A B C D E F G H J K L M N 

1LOL 1/8" 2-3/16" 3-9/16" 5" 2-7/16" 1/2" 3-29/32" 1-27/32" 3" 11/32" 21/32" 1-1/8" 4-1/8" 

2LOL 1/4" 2-3/8" 3-5/8" 6-7/16" 2-13/32" 1/2" 4-15/16" 1-3/4" 2-7/8" 3/4" 1-1/4" 1-1/8" 5-3/8" 

3LOL 3/8" 2-5/8" 4" 7" 2-11/16" 5/8" 5-3/8" 1-15/16" 3-1/2" 5/8" 1-15/16" 1-3/8" 5-7/8" 

4LOL 1/2" 2-5/8" 4" 7-3/8" 2-11/16" 5/8" 5-5/8" 1-15/16" 3-1/2" 5/8" 1-15/16" 1-3/8" 6-1/4" 

6LOL 3/4" 3-3/8" 5-5/16" 7-3/8" 3-5/8" 5/8" 5-1/2" 2-5/8" 4-1/8" 3/4" 1-3/8" 1-1/2" 6-1/4" 

8LOL 1" 3-3/8" 5-5/16" 7-5/8" 3-5/8" 5/8" 5-5/8" 2-5/8" 4-1/8" 34/" 1/1-2" 1-1/2" 6-1/2" 

10LOL 1-1/4" 4-5/8" 6-3/4" 12-13/16" 4-7/16" 1" 9-3/4" 3-5/16" 5-1/4" 1-1/4" 2-1/4" 1-7/8" 10-5/16" 

12LOL 1-1/2" 4-5/8" 6-3/4" 13-7/8" 4-7/16" 1" 10-5/8" 3-5/16" 5-1/4" 1-5/16" 3-1/4" 2-1/16" 12" 

MODEL A B C D E F G H J K L M N 

3LOS 3/8" 2-1/2" 3-7/8" 6" 2-21/32" 1/2" 4-3/4" 2-1/16" 3-1/2" 15/32" 29/32" 1-1/4" 5-1/4" 

4LOS 1/2" 2-13/16" 3-7/8" 6-1/4" 2-21/32" 1/2" 4-29/32" 2-1/16" 4" 17/32" 1-1/32" 1-1/2" 5-1/2" 

6LOS 3/4" 2-3/4" 3-7/8" 6-3/4" 2-21/32" 1/2" 5-1/4" 2-1/16" 4" 17/32" 1-1/32" 1-1/2" 6" 

8LOS 1" 2-3/4" 3-7/8" 7-1/4" 2-21/32" 1/2" 5-7/16" 2-1/16" 4" 3/4" 1-5/16" 1-1/2" 6-1/2" 

The Lobee Model LOS Bronze Gear Pump is recommended for forced feed oil 

lubrication, machine tool lubrication/cooling and salt water  as well as many other industrial 

applications where non-abrasive liquids are transferred in and around plant and equipment.  The 

pump shell and cover are bored to an extremely high degree of accuracy.  The flange of the shell 

and surface of the cover are machine tooled to insure perfect alignment.  Available with top or 

bottom single shaft or double shaft, integral relief valve, ónearlyô zero leak mechanical seal, lip 

seal or standard carbon graphite packing. The Lobee LOS Bronze Gear pump is available in flows 

up to 17 gpm and continuous duty pressure to 100 psi. It will outperform the competition while 

delivering  years of dependable service. 

The Lobee Model LOL Bronze Gear Pump is designed for extra heavy duty performance in forced feed lubrication/cooling, fuel/

solvent transfer,  salt water, ink and glue pumping as well as many other industrial applications where non-abrasive liquids are transferred in 

and around plant and equipment.  The Lobee Model LOL is designed for severe service where standard pumps will not do the job.  Available 

with top or bottom single shaft or double shaft, integral relief valve, lip seal or standard carbon graphite packing. Made completely of bronze, 

and to the most exacting standards of workmanship, the Model LOL pump is larger and heavier than standard pumps of equal intake diameters 

and has greater capacities...flows to 25 gpm and continuous duty pressures to 100 psi. 

Dimensional Specifications  

Family of Quality Products  
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