
Additional Materials/Alloys available 
for special applications. Sealing systems 
include carbon graphite or Teflon rope 
packing, high temperature gaskets and 
elastomers, FDA compliant materials, 
Lobeseal canned lip seals and John 
�&�U�D�Q�H���Œ�����P�H�F�K�D�Q�L�F�D�O�����:�H���Z�L�O�O���P�R�G�L�I�\��
mounts, ports and shafts to your specifi-
cation upon request.  

For a distributor near you go to:   
www.Lobee.com 

FAMILY OF PRODUCTS 
Gear Pumps to 26 GPM and operating 
pressures to 100 PSI for adhesives, 
vegetable oils, syrups, brines, food ad-
ditives as well as chemicals, inks, emul-
sions, solvents, etc. 
Liquid Ring Pumps with flows to 70 
GPM and operating pressures to 75 PSI 
for pumping liquid/vapor/gas, com-
pressing air and vacuum/suction of all 
the above. 
Vertical Sump Pumps with flows to 95 
GPM single and 190 GPM duplex, 
available in heavy duty floor mount or 
suspended models. 
�µFlow Raters�¶ or flow meters are avail-
able in brass, stainless steel and PVC 
for applications with flows from 1 to 40 
GPM. 
Direct and Base Mounted Pump 
Units stripped or turn-�N�H�\���I�R�U���D���µ�S�O�X�J����
�S�O�X�P�E���	���J�R�¶���D�S�S�O�L�F�D�W�L�R�Q�����$�Y�D�L�O�D�E�O�H���L�Q��
all motor frames and configurations 
including Explosion Proof, TEFC, and 
ODP. Optional starter, Variable Speed 
Drive, relief valve and heater also avail-
able. 

Pumps and Accessories for Manufacturing 
and Plant Process Applications available in 
Bronze, Brass, Stainless Steel, Nickel Alloy, 
Cast Iron and PVC. 

  Lobee Pump & Machinery Co. 
    Industrial Pumps and Accessories 

Since 1899...Noted for Highest Quality Pumps and Equip -

 

100% Made in the USA by skilled 
craftsmen with over 100 years 

combined experience. 

Pulp/Paper, Plastics, Chemical, Pharmaceutical, Food &Beverage 

HEAVY DUTY GEAR PUMPS 
Model LOS Bronze Model LOL Bronze 

Model LAL Nickel 

Model LOI Cast Iron Model LOE Stainless Steel 

VERTICAL SUMP PUMPS 

Model S 
Floor Mount 

Model SA     
Suspended 

LIQUID RING PUMPS 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

IN-LINE FLOW METERS 
�0�R�G�H�O���5�$���������´��- ���´�� 

Bronze, Stainless, PVC 

Model CLR Close Coupled 

Model LR Stand Alone 

RV Option 

DIRECT AND BASE MOUNTED 
PUMP UNITS 

Let us Quote your 
Application Today! 

Process Pumps for Industry 



LOL Performance Characteristics LOS Performance Characteristics 

BRONZE GEAR PUMPS 

MODEL LOS  MODEL LOL  

ü  Continuous Duty Applications 
ü  4 Sizes 
ü  Std Carbon Graphite Packing 
ü  Flows to 18 GPM 
ü  Bi-Directional 
ü  Temperature to 350 F 
ü  Pressure to 100 PSI 
ü  ½” Shaft Diameter 
 

ü  Heavy Duty Applications 
ü  High Durability for Severe Service 
ü  8 Sizes 
ü  Std Carbon Graphite Packing 
ü  Flows to 26 GPM 
ü  Bi-Directional 
ü  Temperature to 350 F 
ü  Pressure to 100 PSI  
ü  ½”, 5/8” & 1” Diameter Shaft 

SHAFT 
SPEED 

PUMP 
MODEL  

NPT 
Ports 

GPM/100 
RPM 

  40 PSI 
~ CIR GPM HP 

1750 RPM 

3LOS 3/8" 0.418 0.97 6.7    1/3   
4LOS 1/2" 0.556 1.28 9    3/4   
6LOS 3/4" 0.836 1.93 13.5 1 
8LOS 1" 1.070 2.47 17 1 

            

SHAFT 
SPEED 

PUMP 
MODEL  NPT Ports 

GPM/100 
RPM 

  40 PSI 
~ CIR GPM HP 

1750 RPM 

1LOL 1/8" 0.13 0.30 1.9    1/2   
2LOL 1/4" 0.268 0.62 4.4    1/3   
3LOL 3/8" 0.451 1.04 7.4    3/4   
4LOL 1/2" 0.622 1.44 10.2 1 
6LOL 3/4" 1.075 2.48 16.5 2 
8LOL 1" 1.266 2.92 20 2 

575 RPM 

1LOL 1/8" 0.13 0.30 0.6    1/4   
2LOL 1/4" 0.268 0.62 0.9    1/4   
3LOL 3/8" 0.452 1.04 1.2    1/4   
4LOL 1/2" 0.622 1.44 2.8    1/3   
6LOL 3/4" 1.075 2.48 5.6    1/2   
8LOL 1" 1.266 2.92 6.6    3/4   

10LOL 1-1/4" 3.44 7.95 15.8 1 
12LOL 1-1/2" 5.01 11.57 23 3 

OPTIONS: 
ü Integral relief valve 
ü Base Mounted with motor 
ü “Lobeseal” canned lip seal 
ü Modified shaft length, diameter, finish 
ü Modified pump mount 
ü Modified port type 
ü Special Materials 
 

  Completely ‘Made in the USA’, not just “designed, assembled and tested.” 

Process Pumps for Industry 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

* Consult factory for operating temperatures and pressures that may 
exceed published limits 



Simple in Design, Long in Life, Very Repairable 

BRONZE GEAR PUMPS 

MODEL A B C D E F G H J K L M N 

1LOL 1/8" 2-3/16" 3-9/16" 5" 2-7/16" 1/2" 3-29/32" 1-27/32" 3" 11/32" 21/32" 1-1/8" 4-1/8" 

2LOL 1/4" 2-3/8" 3-5/8" 6-7/16" 2-13/32" 1/2" 4-15/16" 1-3/4" 2-7/8" 3/4" 1-1/4" 1-1/8" 5-3/8" 
3LOL 3/8" 2-5/8" 4" 7" 2-11/16" 5/8" 5-3/8" 1-15/16" 3-1/2" 5/8" 1-15/16" 1-3/8" 5-7/8" 

4LOL 1/2" 2-5/8" 4" 7-3/8" 2-11/16" 5/8" 5-5/8" 1-15/16" 3-1/2" 5/8" 1-15/16" 1-3/8" 6-1/4" 

6LOL 3/4" 3-3/8" 5-5/16" 7-3/8" 3-5/8" 5/8" 5-1/2" 2-5/8" 4-1/8" 3/4" 1-3/8" 1-1/2" 6-1/4" 

8LOL 1" 3-3/8" 5-5/16" 7-5/8" 3-5/8" 5/8" 5-5/8" 2-5/8" 4-1/8" 34/" 1/1-2" 1-1/2" 6-1/2" 

10LOL 1-1/4" 4-5/8" 6-3/4" 12-13/16" 4-7/16" 1" 9-3/4" 3-5/16" 5-1/4" 1-1/4" 2-1/4" 1-7/8" 10-5/16" 

12LOL 1-1/2" 4-5/8" 6-3/4" 13-7/8" 4-7/16" 1" 10-5/8" 3-5/16" 5-1/4" 1-5/16" 3-1/4" 2-1/16" 12" 

MODEL A B C D E F G H J K L M N 

3LOS 3/8" 2-1/2" 3-7/8" 6" 2-21/32" 1/2" 4-3/4" 2-1/16" 3-1/2" 15/32" 29/32" 1-1/4" 5-1/4" 

4LOS 1/2" 2-13/16" 3-7/8" 6-1/4" 2-21/32" 1/2" 4-29/32" 2-1/16" 4" 17/32" 1-1/32" 1-1/2" 5-1/2" 

6LOS 3/4" 2-3/4" 3-7/8" 6-3/4" 2-21/32" 1/2" 5-1/4" 2-1/16" 4" 17/32" 1-1/32" 1-1/2" 6" 

8LOS 1" 2-3/4" 3-7/8" 7-1/4" 2-21/32" 1/2" 5-7/16" 2-1/16" 4" 3/4" 1-5/16" 1-1/2" 6-1/2" 

The Lobee Model LOS Bronze Gear Pump is recommended for forced feed oil 
lubrication, machine tool lubrication/cooling and salt water  as well as many other industrial 
applications where non-abrasive liquids are transferred in and around plant and equipment.  The 
pump shell and cover are bored to an extremely high degree of accuracy.  The flange of the shell 
and surface of the cover are machine tooled to insure perfect alignment.  Available with top or 
bottom single shaft or double shaft, integral relief valve, ‘nearly’ zero leak mechanical seal, lip 
seal or standard carbon graphite packing. The Lobee LOS Bronze Gear pump is available in flows 
up to 17 gpm and continuous duty pressure to 100 psi. It will outperform the competition while 
delivering  years of dependable service. 

The Lobee Model LOL Bronze Gear Pump is designed for extra heavy duty performance in forced feed lubrication/cooling, fuel/
solvent transfer,  salt water, ink and glue pumping as well as many other industrial applications where non-abrasive liquids are transferred in 
and around plant and equipment.  The Lobee Model LOL is designed for severe service where standard pumps will not do the job.  Available 
with top or bottom single shaft or double shaft, integral relief valve, lip seal or standard carbon graphite packing. Made completely of bronze, 
and to the most exacting standards of workmanship, the Model LOL pump is larger and heavier than standard pumps of equal intake diameters 
and has greater capacities...flows to 25 gpm and continuous duty pressures to 100 psi. 

Dimensional Specifications 

Family of Quality Products  

BGP1/2010 



NICKEL ALLOY GEAR PUMPS 

MODEL LAL  

OPTIONS: 
ü Base Mounted with motor 
ü Mechanical shaft seal 
ü Modified shaft length, diameter, finish 
ü Modified pump mount 
ü Modified port type 
ü Special Materials 
 

LAL Performance Characteristics 

  Completely ‘Made in the USA’, not just “designed, assembled and tested.” 

Process Pumps for Industry 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

* Consult factory for operating temperatures and pressures that may 
exceed published limits 

ü  Continuous Duty Applications 
ü  4 Sizes 
ü  Std Braided Teflon Packing 
ü  Flows to 18 GPM 
ü  Bi-Directional 
ü  Temperature to 400 F 
ü  Pressure to 100 PSI 
ü  ½” Shaft Diameter 
ü  Potential as Inexpensive Solution 
 vs. 316 Stainless Steel 
 

SHAFT 
SPEED 

PUMP 
MODEL  NPT Ports 

GPM/100 
RPM 

  40 PSI 
~ CIR GPM HP 

1750 RPM 

3LAL 3/8" 0.418 0.97 6.7    1/3   
4LAL 1/2" 0.556 1.28 9    3/4   
6LAL 3/4" 0.836 1.93 13.5 1 
8LAL 1" 1.07 2.47 17 1 

            

1150 RPM 

3LAL 3/8" 0.418 0.97 4.4    1/3   
4LAL 1/2" 0.556 1.28 5.9    1/3   
6LAL 3/4" 0.836 1.93 8.8    1/2   
8LAL 1" 1.07 2.47 11.1    3/4   

            

575 RPM 

3LAL 3/8" 0.418 0.97 2.2    1/4   
4LAL 1/2" 0.556 1.28 2.9    1/3   
6LAL 3/4" 0.836 1.93 4.4    1/3   
8LAL 1" 1.07 2.47 5.5    1/3   



Simple in Design, Long in Life, Very Repairable 

NICKEL ALLOY GEAR PUMPS 

Dimensional Specifications 

Family of Quality Products  

Our patented LAL Nickel Gear Pump is made entirely of nickel 
silver alloy with Delrin “AF” bearings (Teflon is optional).  The 
Delrin  bearings are field replaceable when rebuild is necessary.  
Braided Teflon packing is standard on type LAL pumps.  Shaft seal 
options include carbon/ceramic mechanical with Teflon or Viton 
elastomers. The Lobee LAL gear pump will meet your demands for 
handling heavy viscosity liquids and because of its positive dis-
placement action it easily self primes.  Operates continuously at 
pressures up to 100 PSI and flows to 18 gpm from low speeds to 
high for maximum economy.  

MODEL A B C D E F G H J K L M N 

3LAL 3/8" 2-1/2" 3-7/8" 6" 2-21/32" 1/2" 4-3/4" 2-1/16" 3-1/2" 15/32" 29/32" 1-1/4" 5-1/4" 

4LAL 1/2" 2-13/16" 3-7/8" 6-1/4" 2-21/32" 1/2" 4-29/32" 2-1/16" 4" 17/32" 1-1/32" 1-1/2" 5-1/2" 

6LAL 3/4" 2-3/4" 3-7/8" 6-3/4" 2-21/32" 1/2" 5-1/4" 2-1/16" 4" 17/32" 1-1/32" 1-1/2" 6" 

8LAL 1" 2-3/4" 3-7/8" 7-1/4" 2-21/32" 1/2" 5-7/16" 2-1/16" 4" 3/4" 1-5/16" 1-1/2" 6-1/2" 

ü Minimal parts makes the LAL easily 
rebuild-able 

ü Mechanical seal available for nearly 
zero leak operation 

 

 The Lobee LAL Nickel Gear Pump 
is a proven performer and will deliver 
exceptionally in tough applications. 
Great for pumping adhesives/glues, 
resins, vegetable oils, hydrogen, 
Freon, propane, brines, citric, palmitic 
& lactic acids for starters….the list 
goes on. 

NGP1/2010 



STAINLESS STEEL GEAR PUMPS 

MODEL LOE-S  

OPTIONS: 
ü Mechanical shaft seal 
ü Pactene™  idler gear 
ü Carpenter 20™  stainless steel (sulfuric 

acid applications) 
ü Hastelloy™  super alloy 
ü Base Mounted with motor 
ü Modified shaft length, finish 
ü Modified pump mount 
ü Modified port type 
ü Other special materials 
 

LOE Performance Characteristics 

  Completely ‘Made in the USA’, not just “designed, assembled and tested.” 

Process Pumps for Industry 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

* Consult factory for operating temperatures and pressures that 
may exceed published limits 

ü  All 316 SS 
ü  5 Sizes 
ü  Std Teflon Idler Gear 
ü  Std Teflon Packing 
ü  Teflon Lined Housing 
ü  Bi-Directional 
ü  Flows to 18 GPM 
ü  Temperature to 450 F 
ü  Pressure to 100 PSI 
ü  ½” Shaft Diameter 
 

SHAFT 
SPEED 

PUMP 
MODEL  

NPT 
Ports 

GPM/100 
RPM 

  40 PSI 60 PSI 100 PSI 

~ CIR GPM HP GPM  HP GPM HP 

1750 
RPM 

2LOE-S 1/4" 0.268 0.62 4.4    1/3   4.2    1/2   3.8    3/4   

3LOE-S 3/8" 0.418 0.97 6.7    1/3   6.2    1/2   5.5    3/4   

4LOE-S 1/2" 0.556 1.28 9    3/4   8.6 1 7.9 1 1/2 

6LOE-S 3/4" 0.836 1.93 13.5 1 13 1 11.8 1 1/2 

8LOE-S 1" 1.07 2.47 17 1 16.6 1 1/2 15 2 

                    

Heavy Duty JC Type Mechanical Shaft Seal Options 
1. 316 SS housing, Carbon/ceramic face seals, Viton elastomers 
2. 316 SS housing, Carbon free-glass filled Teflon/ceramic face seals, Viton 

elastomers 
3. 316 SS housing, Carbon/ceramic face seals, Teflon elastomers 
4. 316 SS housing, Carbon free-glass filled Teflon/ceramic face seals, Teflon 

elastomers 
5. Carpenter 20 SS housing, carbon/ceramic face seals, Teflon elastomers 

(LOE-C Only) 



Simple in Design, Long in Life, Very Repairable 

STAINLESS STEEL GEAR PUMPS 

Dimensional Specifications 

Family of Quality Products  

MODEL A B C D E F G H J K L M N O P Q 

2LOE-S 1/4" 2-9/16" 3-7/8" 7-23/32" 6-3/16" 21/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

3LOE-S 3/8" 2-9/16" 3-7/8" 7-25/32" 6-3/16" 23/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

4LOE-S 1/2" 2-13/16" 3-7/8" 7-13/16" 5-31/32" 31/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

6LOE-S 3/4" 2-13/16" 3-7/8" 7-27/32" 5-1/2" 1-15/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/`16" 9/16" 1-11/16" 

8LOE-S 1" 3-1/16" 3-7/8" 8-1/2" 5-5/8" 2" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

Our patented LOE-S Stainless 
Steel Gear Pump is made 
entirely of 316 Stainless Steel 
with Teflon liners, journal 
bearings and seal material. Its 
special design allows it to 
outperform other stainless steel 
pumps in demanding chemical, 
corrosive and high temperature 
applications. We offer several 
heavy duty mechanical seal  
solutions providing ‘nearly’ zero 
leak performance  for the harshest 
operating environments. All 
Lobee LOE-S Stainless Steel 
pumps are field repairable. From 
the journal bearings to the shaft 
seal assemblies, all parts are 
easily replaced with minimal 
tools. Flows available to 18 gpm 
and pressures to 100 psi 
continuous duty. 

Model LOE-S Base Mounted  with Mechanical Shaft Seal 

SGP1/2010 



MODEL LR  
LIQUID RING PUMPS 

MODEL CLR  

  Completely ‘Made in the USA’, not just “designed, assembled and tested.” 

Process Pumps for Industry 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

ü  Self Priming - up to 28’ Lift 
ü  Flows to 70 Gpm 
ü  Pressure Capability to 170’ TDH, 70 psi 
ü  Vacuum to 28 in.hg. 
ü  Air Compressor to 40 psi, 10 cfm 
ü  Pumps Liquids, Gas/Vapor, Foaming Liquids 

The Lobee Model CLR Close-Coupled Liquid Ring pump is 
ideal for many applications not practical for other pumps. It will 
pump small capacities at high heads and prime itself up to 28 
foot maximum suction lift (sea level) producing its rated 
capacity despite air pockets or siphons in the suction line. 
Pumps water, air, vapor or any combination of each without 
hammering or pounding.  
Simple in construction, only one moving part, and foolproof in 
operation. It requires no priming chamber, no foot or check 
valves, no springs, pistons or gears. Complete axial and radial 
balance of impeller reduces bearing loads to a minimum. 
Impeller is keyed to shaft but is free to float axially and center 
itself in the casing, maintaining liquid films between its faces 
and the casing walls requiring no need for adjusting the 
clearance. The liquid being pumped acts as a piston in the 
pump. Without metal-to-metal contact, there is little wear or 
maintenance.  

Practically unlimited in its scope, applications 
include: General Service High-Suction Lift Applications, 
Circulation Systems, Vacuum Heating Systems, Condensate Service, 
Household Water Supply, Basement Water Pumps, Dairies, Farms, 
Nurseries, Oil Transfer Service, Bottle and Can Washing, Sanitary 
Drinking Water Supply, Priming Systems for Centrifugal Pumps, 
Volatile Non-Hazardous Liquids, Foaming Liquids, Non-
Lubricating Liquids and many other pumping requirements.  

The Lobee Model LR is a stand 
alone liquid ring pump designed 
for alternate power drive sources 
for mobile and stationary 
applications such as PTO, 
hydraulic motor, pulley, etc. 

Shaft seal options include heavy duty JC type mechanical with Viton 
or Teflon elastomers and carbon/ceramic face seals 

PUMP COMPRESS 

VACUUM 



Simple in Design, Long in Life, Very Repairable 

LIQUID RING PUMPS 

Dimensional Specifications 

Family of Quality Products  

Performance Curves 

Total dynamic head in feet based on clean, cold water and 1750 rpm motor. The head capacity and efficiency curves apply only for liquids 
having a viscosity less than 40 SSU. The brake horsepower (BHP) curves are based on a specific gravity of 1.00. To determine the BHP for 
other liquids multiply these values by the specific gravity. 

Base Model 
Suction/ 

Discharge HP 
Motor 
Frame A B C D E F G H K L M N 

8CLR10P 1 1 143JP 19 5 6 3/4 2 4 2 3/4 6 1/2  11/32 3 1/2 5 3/8 4 1 1/2 

8CLR15P 1 1.5 145JP 20 6 6 3/4 2 1/2 4 2 3/4 6 1/2  11/32 3 1/2 5 3/8 4 1 1/2 

12CLR10P 1 1/2 1 143JP 19 1/4 5 6 3/4 2 4 2 3/4 6 1/2  11/32 3 1/2 5 3/8 4 1 1/2 

12CLR15P 1 1/2 1.5 145JP 20 1/4 6 6 3/4 2 1/2 4 2 3/4 6 1/2  11/32 3 1/2 5 3/8 4 1 1/2 

12CLR20P 1 1/2 2 145JP 20 1/4 6 6 3/4 2 1/2 4 2 3/4 6 1/2  11/32 3 1/2 5 3/8 4 1 1/2 

12CLR30P 1 1/2 3 182JP 21 3/8 5 3/4 9 1/4 2 1/4 4 3 3/4 8 1/2 13/32 4 1/2 5 3/8 4 1 1/2 

16CLR20P 2 2 145JP 20 3/4 6     6 3/4 2 1/2 4 1/8 2 3/4 6 1/2  11/32 3 1/2 5 3/8 4 1/8 1 1/2 

16CLR30P 2 3 182JP 21 3/4 5 3/4 9 1/4 2 1/4 4 1/8 3 3/4 8 1/2 13/32 4 1/2 5 3/8 4 1/8 1 1/2 

16CLR50P 2 5 182JP 22 3/4 6 3/4 9 1/4 2 1/4 4 1/8 3 3/4 8 1/2 13/32 4 1/2 5 3/8 4 1/8 1 1/2 

LRP1/2010 

The Lobee Model CLR Close-Coupled Liquid Ring pump combines 
the advantages of the centrifugal and positive displacement type of 
pump. This is a favorite with engineers for all phases of small capacity, 
high-head liquid handling. Advanced hydraulic and mechanical design, 
combined with high quality materials and precision workmanship 
assures long life and trouble free operation.  
 
Available in standard bronze fitted, all bronze or stainless steel 
construction.  



Vertical Sump Pumps 
  Completely ‘Made in the USA’, not just “designed, assembled and tested.” 

Process Pumps for Industry 
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ü Heavy Duty Continuous Operation Design 
ü Up to 95 GPM 
ü Total Dynamic Head to 40’ 
ü Column Lengths to 10’6” 
ü Floor Mount or Suspended From Cover Models 
ü Standard Cast Iron 4 Vane Impeller 
ü All Bronze or Stainless Steel Materials Available 

ü Water Tight and Explosion Proof Float Switches 

Model S Floor Mounted Model SA Cover Suspended 

Dependable performance is what you expect and get when you install a Lobee Sump Pump. The overall design as well as each individual 
part has been engineered, tested and proven for trouble-free service and long life. The strainer eliminates the possibility of pump stoppage 
from trashy material often present in drainage or flood waters. Extra strength pump casing and motor mount castings plus heavy duty bearings 
reduce vibration and wear even in pumps with extra long columns for deep sumps. Model S pump for open pits has a pedestal base permitting 
unit to rest directly on the pit floor. Model SA pump is suspended from a cover plate which is placed over the sump opening. Standard units 
are available in column lengths up to ten feet six inches; special longer lengths are available upon request. Cover plates are available for 
mounting two units together when a duplex installation is required. 

Optional Materials 
Bronze and 316 Stainless Steel 

Explosion Proof Motor 
& Water Tight Switch  

    Gallons Per Minute 
Model HP 10 30     50 70 90 
S3, SA3  1/3 22' 19' 15'     
S5, SA5  1/2 31' 28' 24' 18'   
S7, SA7  3/4 38' 35' 31' 24' 10' 

HP Requirements 



General Dimensions               ^ Horsepower 

Model S, Floor Mounted Model SA, Suspended 

Simple in Design, Long in Life, Very Repairable 

Vertical Sump Pumps 

Family of Quality Products  

SP2/2010 

Floor Mounted 
Model S A B 

Suspended 
Model SA 

* Sump 
Depth 

S( ^ )-2 24 1/2” 39” SA( ^ )-2 24 
S( ^ )-3 36 1/2” 51” SA( ^ )-3 36 
S( ^ )-4 48 1/2” 63” SA( ^ )-4 48 
S( ^ )-5 60 1/2” 75” SA( ^ )-5 60 
S( ^ )-6 72 1/2” 87” SA( ^ )-6 72 
S( ^ )-7 84 1/2” 99” SA( ^ )-7 84 
S( ^ )-8 96 1/2” 111” SA( ^ )-8 96 
S( ^ )-9 108 1/2” 123” SA( ^ )-9 108 

S( ^ )-10 120 1/2” 135” SA( ^ )-10 120 

GENERAL SPECIFICATIONS  
 
MOTOR: Standard motors available are 1/3, ½, and ¾ hp, 1750 RPM, single 
or three phase, ODP, TEFC or Explosion Proof. 
CONTROL: Two pole heavy duty, snap action float switch with guided float 
rod, adjustable stops and copper ball float (316 SS available). Optional water 
tight or explosion proof switches also available. Displacement weight type 
with non-breakable weights and stainless steel cable available on request.  
COLUMN: 2-inch steel pipe.  
STRAINER: Cast iron with 3/8  inch perforations, vertical circular type for 
Model S and horizontal or flat type for Model SA.  
COVER PLATE: 20 inch diameter aluminum split cover or suspension plate 
with float rod guide and 1½ inch discharge pipe with 45° ell furnished with 
Model SA. Special size covers of steel plate can be furnished upon request.  
CASING: Close grained cast iron, streamline volute.  
COUPLING: Jaw type flexible. 

IMPELLER: Model S and SA Sump Pumps are equipped with a 4 vane, 
enclosed-type cast iron impeller designed for handling industrial wastes. The 
perforated cast iron strainer prevents larger materials from entering the pump. 
These pumps easily handle all wastes encountered in normal industrial 
service.  
SHAFT: ¾ ” type 416 stainless steel pump shaft is ground and polished over-
all for smooth rotating action. Heavy-duty, ball-type thrust bearing supports 
impeller shaft assembly and takes all thrust loads. For pumps with longer 
settings, shaft gets additional alignment support from intermediate bronze 
bearing.  
BEARINGS: Heavy duty, ball type thrust bearing, bronze sleeve type bottom 
bronze bearing, optional Rulon LR™ bearing also available. 
INTERMEDIATE BEARING: Cast iron housing with bronze bearing 
furnished when sump depth exceeds 4 feet and for each additional 4 feet or 
fraction. This bearing interchangeable with bottom oil impregnated bronze 
bearing, optional Rulon LR™ bearing also available. 
 

Pump Head 

Minimum Sump Cover Diameter 

Single Double 

Sump Cover Double 

Sump Cover Single 

11 1/4” 8 1/2” 


