
STAINLESS STEEL GEAR PUMPS 

MODEL LOE -S 

OPTIONS: 
V Mechanical shaft seal  
V PacteneÊ  idler gear 
V Carpenter 20Ê  stainless steel (sulfuric 

acid applications)  
V HastelloyÊ  super alloy 
V Base Mounted with motor  
V Modified shaft length, finish  
V Modified pump mount  
V Modified port type  
V Other special materials  
 

LOE Performance Characteristics  

  Completely óMade in the USAô, not just ñdesigned, assembled and tested.ò 

Process Pumps for Industry 

8425 State Street, Gasport, NY  14067 * Phone 716.772.2651 * Fax 716.772.2555 * Web www.Lobee.com 

* Consult factory for operating temperatures and pressures that 
may exceed published limits 

V All 316 SS 
V 5 Sizes 
V Std Teflon Idler Gear 
V Std Teflon Packing 
V Teflon Lined Housing 
V Bi-Directional 
V Flows to 18 GPM 
V Temperature to 450 F 
V Pressure to 100 PSI 
V İò Shaft Diameter 
 

SHAFT 

SPEED 

PUMP 

MODEL  

NPT 

Ports  

GPM/100 

RPM 

  40 PSI 60 PSI 100 PSI 

~ CIR GPM HP GPM  HP GPM HP 

1750 
RPM 

2LOE-S 1/4" 0.268 0.62 4.4    1/3   4.2    1/2   3.8    3/4   

3LOE-S 3/8" 0.418 0.97 6.7    1/3   6.2    1/2   5.5    3/4   

4LOE-S 1/2" 0.556 1.28 9    3/4   8.6 1 7.9 1 1/2 

6LOE-S 3/4" 0.836 1.93 13.5 1 13 1 11.8 1 1/2 

8LOE-S 1" 1.07 2.47 17 1 16.6 1 1/2 15 2 

                    

Heavy Duty JC Type Mechanical Shaft Seal Options  

1. 316 SS housing, Carbon/ceramic face seals, Viton elastomers 
2. 316 SS housing, Carbon free-glass filled Teflon/ceramic face seals, Viton 

elastomers 
3. 316 SS housing, Carbon/ceramic face seals, Teflon elastomers 
4. 316 SS housing, Carbon free-glass filled Teflon/ceramic face seals, Teflon 

elastomers 
5. Carpenter 20 SS housing, carbon/ceramic face seals, Teflon elastomers 

(LOE-C Only) 



Simple in Design, Long in Life, Very Repairable 

STAINLESS STEEL GEAR PUMPS 

Dimensional Specifications  

Family of Quality Products  

MODEL A B C D E F G H J K L M N O P Q 

2LOE-S 1/4" 2-9/16" 3-7/8" 7-23/32" 6-3/16" 21/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

3LOE-S 3/8" 2-9/16" 3-7/8" 7-25/32" 6-3/16" 23/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

4LOE-S 1/2" 2-13/16" 3-7/8" 7-13/16" 5-31/32" 31/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

6LOE-S 3/4" 2-13/16" 3-7/8" 7-27/32" 5-1/2" 1-15/32" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/`16" 9/16" 1-11/16" 

8LOE-S 1" 3-1/16" 3-7/8" 8-1/2" 5-5/8" 2" 7/8" 2-15/32" 1-7/8" 1/2" 4" 1-1/8" 3/4" 9/16" 9/16" 1-11/16" 

Our patented LOE-S Stainless 

Steel Gear Pump is made 

entirely of 316 Stainless Steel 

with Teflon liners, journal 

bearings and seal material. Its 

special design allows it to 

outperform other stainless steel 

pumps in demanding chemical, 

corrosive and high temperature 

applications. We offer several 

heavy duty mechanical seal  

solutions providing ónearlyô zero 

leak performance  for the harshest 

operating environments. All 

Lobee LOE-S Stainless Steel 

pumps are field repairable. From 

the journal bearings to the shaft 

seal assemblies, all parts are 

easily replaced with minimal 

tools. Flows available to 18 gpm 

and pressures to 100 psi 

continuous duty. 

Model LOE-S Base Mounted  with Mechanical Shaft Seal 

SGP1/2010 


